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The solar energy system described by this manual, when properly installed and maintained, meets or exceeds the
minimum standards established by the SRCC. This certification does not imply endorsement or warranty of this
product by SRCC.

“The solar energy system described by this manual, when properly installed and maintained, meets the minimum
standards established by the Florida Solar Energy Center, in accordance with Section 377.705, Florida Statutes.
This certification does not imply endorsement or warranty of this product by the Florida Solar Energy Center or the
state of Florida.”

CONGRATULATIONS!
Thank you! You have just purchased the easiest to install active solar water heater made! We have worked on
every detail to assure you that the “Skyline 2001 water heater will completely satisfy you in its high level of
performance and dependability.
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PLEASE CALL SolarRoofs.com WITH QUESTIONS:
Toll Free USA Technical Install Help Number: (888) 801-9060

WE WELCOME YOUR COMMENTS! We have endeavored to make the Skyline 2001 installation
instructions complete and easy to use. We are always looking to make them better and we welcome your
comments and suggestions!







Standard Color (Default): Musket Brown (C101)

Free Optional Color: Dove/Old Town (Medium) Gray (C109) - Note: This is a no cost option.

Optional Colors Include:
Colonial (light) Gray (CO102), Tahoe Blue (COl03), Colonial Red (COl04), Forest Green (COl05), White (COl06), Buckskin
Brown (CO107), Beaver (medium) Brown (CO108), C.B. (medium) Blue (CO110), Spanish Green (CO111), Storm/Slate
(dark) Gray (CO112), Royal Brown (CO113), Ivory (CO114), Sea Blue (CO115), Leaf Green (CO116), Pebblestone Clay
(CO117), Woodbeige (CO118), Peach (great on many light orange tile roofs) (CO119), Almond (CO120), Black (CO121),
Adobe Tan (CO121), Classic Cream (CO122), Bronze (CO123), Heritage Cream (CO124), Marine Green (CO125).

Components ( for individual purchase):

MV01, Mixing Valve:

QF34, Quad Flow Diverter

TR50, 50 foot roll of 3/8" ID, 1/2" OD soft copper tubing with 2 compression unions

ES10, El Sid 10 Watt 12V Circulator

HC18, March 809 18 Watt 12V Circulator

PV10, 10 - 11 Watt 12V Panel With Mounting Hardware

PV20, 20 – 21 Watt 12V Panel With Mounting Hardware

PV20, 30 - 32 Watt 12V Panel With Mounting Hardware

PR15, 150 Pound Pressure Relief Valve

CV01, Floating Ball Check Valve

H180, 180 F High Temperature snap switch, open 180 F, close 140 F, place on cold in





Freeze Sensor Option

Temperature Gauges

(Option)

TPRV

Mixing Valve

“Skyline” Open Loop System 3

1, 2 or 3
“Skyline” Collector(s)

Top: 2, 20-01 Collectors

Right: 4, 10-01 Collectors

Far Right: Storage Tank
“Easy Connect “
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Tank Under “Skyline” System 3 “T20”

20 gallon storage tank with thermosyphon loop to heat upper gas or electric tank Model
Number: 200132CT20.
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PV panel wire
and wire nuts
PV switch (sys 3)
12 Volt Pump
Transformer for
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recirculation freeze
protection.
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shown)
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2.2.
IMPORTANT NOTES:

CHECK WITH YOUR LOCAL BUILDING DEPARTMENT FOR CODE
COMPLIANCE FOR THE INSTALLATION OF YOUR SOLAR WATER

HEATING SYSTEM.

SAFETY FIRST!!
USE CAUTION!!! Do not attempt to self-install without

help if you have ANY back or physical limitations!!!

GENERAL WARNINGS:
This manual assumes that the installer has good mechanical experience,
can confidently use hand tools, building materials and adhere to safe
building and installation practices.

SolarRoofs.com does not assume responsibility for any loss, or injury
directly or indirectly, associated with the installation of this system.

Do not install this system alone without someone knowing where you are
and what you are doing at all times.

In all cases where a fire-wall (drywall) is penetrated, it is important to seal
the hole. A good general rule is to always fill in and seal around all holes
made for solar lines to prevent heat loss and to maintain fire-stops.

Properly support all piping according to local code. As a rule, support
copper pipe every 6’.

SolarRoofs systems are easy to install; however, problems resulting from a
failure to correctly install the system according to the following instructions
and to maintain it according to the operation and maintenance manual are
not covered by the warranty.


